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Lever AdBlue Pump
ZPLP02

Lever action barrel pump for AdBlue, antifreeze, detergents, pesticides and 
high viscosity oils. Supplied with suction tube and 2m discharge hose. 

FEATURES:

n   Pump outlet is fitted with an air vent cap, which when loosened 
breaks the siphon action

n   Supplied complete with suction tube for use with 50-205ltr drums 
and 2m ¾" flexible corrugated discharge hose

n   Wetted components: polyacetal, polypropylene, polyethylene, viton
n   For use with: Adblue, water based media, detergents, soaps, 

antifreeze, windscreen washer, hydraulic oils, herbicides and 
pesticides

n   Do not use with: Any media not compatible with materials used in 
the pump construction. These pumps must not be used for fuel 
transfer or with solvent thinners etc.
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Lever AdBlue Pump
AB.HPPK

Lever action barrel pump for AdBlue, antifreeze, 
detergents, pesticides and high viscosity oils.  
Supplied with suction tube and 2 metre discharge hose.

Features:
•  Pump outlet is fitted with an air vent cap, which when 

loosened breaks the siphon action

•  Supplied complete with suction tube for use with  
50-205 litre drums and 2 metre 3/4” flexible corrugated 
discharge hose

•  Wetted components: polyacetal, polypropylene, 
polyethylene, viton

•  For use with: AdBlue, water based media, detergents, 
soaps, antifreeze, windscreen washer, hydraulic oils, 
herbicides and pesticides

•  Do not use with: any media not compatible with 
materials used in the pump construction. These pumps 
must not be used for fuel transfer or with solvent 
thinners, etc.

Temperature Range: 
-5°c to + 45°c


