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PVC Hose & Assemblies

Part No: Inch I.D O.D Length W.P Bar B.P Bar
Bend 

Radius

CPVC18/15 1/8 3 5 30m 2 6 20

CPVC532/10 5/32 4 6 30m 2 5 30

CPVC316/15 3/16 5 7 30m 1.5 5 35

CPVC14/15 1/4 6 8 30m 1.5 5 45

CPVC516/15 5/16 8 10 30m 1.5 4 60

CPVC38/15 3/8 10 12 30m 1.5 4 75

CPVC12/15 1/2 12 15 30m 1.5 4 90

CPVC58/15 5/8 15 18 30m 1 3 115

CPVC34/15 3/4 19 22.5 30m 1 3 140

Clear Un-Reinforced PVC Hose, Type CPVC

Standard Coil Length: 30 Metres

Manufactured from top quality crystal clear ‘‘virgin’’ PVC compound, 
this hose is ideal for conveying fluids, gases, powders and granules 
at low pressure.

Full chemical resistance information is available from our Business 
Development Team.

All the hoses are made from USF and DA approved material, suitable 
for food and drink.

All materials used have FDA & BGA, UK S.I. No.1523 & EEC Directive 
78/142/EEC Approval for use in food contact applications.

Please note: No recommended burst pressures/working pressures 
due to hose being unreinforced.

Temperature Range:
-15°C to +60°C

Light Duty, 30 Metre Coils


