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Benefits

Mini angle die grinder

High efficient and Powerful 0,28hp (210W) motor
High free speed: 25 000 rpm

Low noise level: only 81 dB(A)

Variable top speed regulator

Composite overmould grip

Rear exhaust

Includes 1/4" and 6mm collets

-Quiet & angle head

» Maximize cperator comfort
Powerful and performance

»
» Precise
» Easy ac

Part number
Model

Collet size
Free speed
Power

Rear
exhaust

Length
Weight

Noise level
Sound Power

Vibration
(IS0-8662-
13)

Vibration a
(IS0-20643)

Vibration K
(IS0-20643)

Average air
consumption

Average air
consumption

Actual air
consumption

Actual air
consumption

Free speed
air
consumption
Min. hose
size

Air inlet
thread size

power and control
cessibility

6151952106
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6 mm
22000 rpm
240 W 0.28 hp

Rear exhaust

120 mm =
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0.7 kg
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80 db(A)

91 db(A)

<2,5 m/s?

5.1 m/s2

2.6 m/s®

2.05188679245283 I/s 4.35cfm

123.11320754717 I/mn 4.35cfm

4,10377358490567 |/s 8.70000000000001 cfm

246.22641509434 I/mn 8.70000000000001 cfm

S.10377358490566 I/s 19.3 cfm
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10 mm

1/4 NPTF in.

Chicago
Pneumatic



